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CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
MAINTENANCE NOTES

INTENT OF THE LANDSCAPE PLAN:

KEEPING THE CITY OF ASHEVILLE, LANDSCAPED MEDIANS, BUMP-OUTS, AND OTHER
LANDSCAPE AREAS HEALTHY AND ATTRACTIVE IS A LONG TERM TASK INVOLVING
MANY PLAYERS.  THIS MAINTENANCE PLAN IS ADDRESSED TO ALL PLAYERS, FROM
CITY OPERATIONS STAFF, AS WELL AS CONTRACTED MAINTENANCE WORKERS.  ITS
INTENT IS TO PROVIDE A COMMON VISION FOR THE QUALITY AND APPEARANCE OF
THE CITY OF ASHEVILLE, LANDSCAPED MEDIANS, BUMP-OUTS, AND OTHER
LANDSCAPE AREAS AND TO PROVIDE GUIDANCE ON LANDSCAPE MAINTENANCE
PRACTICES AND QUALITY CONTROL.

WE WANT A LANDSCAPE THAT LOOKS:

• HEALTHY AND FULL

• WELCOMING

• NATURAL LOOKING (BUT NOT "OUT OF CONTROL")

• WELL-MAINTAINED

WHAT WE DON'T WANT IS A LANDSCAPE THAT LOOKS:

• BARE OR SPARSE

• UNHEALTHY

• OVER CLIPPED

• NEGLECTED

GENERAL APPEARANCE

THE MAINTENANCE CONTRACTOR IS ADVISED TO OBSERVE THE LANDSCAPE
THROUGHOUT THE YEAR TO SEE THAT MAINTENANCE PRACTICES FOLLOW THE
GUIDELINES IN THIS DOCUMENT. IF PLANTS ARE NOT THRIVING DUE TO THEIR
PLACEMENT, OR IF THEY REQUIRE FREQUENT PRUNING BECAUSE THEY HAVE
OUTGROWN THEIR BEDS, THEY SHOULD BE REMOVED OR RELOCATED.  THE FINAL
JUDGMENT RESTS ON CITY STAFF.

QUALITY ASSURANCE

THE MAINTENANCE CONTRACTOR HAS THE RIGHT TO INSPECT ALL EXISTING AND
PROPOSED PLANTS FOR SIZE AND CONDITIONS OF BALLS AND ROOT SYSTEMS,
INSECTS, INJURIES AND LATENT DEFECTS, AND SHOULD REPORT UNSATISFACTORY
OR DEFECTIVE MATERIAL AT ANY TIME DURING THE YEAR.

THE MAINTENANCE CONTRACTOR HAS OVERALL RESPONSIBILITY FOR THE QUALITY
AND APPEARANCE OF THE LANDSCAPED BEDS, LANDSCAPED MEDIANS, BUMP-OUTS,
AND OTHER LANDSCAPE AREAS WITHIN THE SCOPE OF THEIR CONTRACT WITH THE
CITY OF ASHEVILLE.

THE LANDSCAPE MAINTENANCE CONTRACTOR SHALL HAVE AT LEAST FIVE YEARS
OF SATISFACTORY EXPERIENCE INCLUDING AT LEAST TWO COMPLETED JOBS WITH
A SCOPE SIMILAR TO THIS WORK.

DOCUMENTATION

LANDSCAPE MAINTENANCE CONTRACTORS WILL BE REQUIRED TO KEEP TRACK OF
THEIR EFFORTS VIA A LOG.  THIS LOG WILL SERVE TO DOCUMENT WHAT WORK HAS
BEEN DONE AND WHAT REMAINS TO BE DONE THROUGHOUT THE YEAR. A
LANDSCAPE MAINTENANCE LOG WILL DOCUMENT PLANT REPLACEMENT, PRUNING,
FERTILIZATION,  MOWING, SCHEDULES, MATERIALS USED, ETC.  THIS LOG WILL BE
USED TO DOCUMENT AND TRACK ANY DISEASES AND TREATMENTS APPLIED AS
WELL.  IN THE EVENT THAT A DIFFERENT MAINTENANCE CONTRACTOR IS AWARDED
THE TASK OF MAINTENANCE,  THE LOG CAN SERVE TO INFORM BOTH THE NEW
CONTRACTOR AND CITY STAFF OF THE HISTORY OF LANDSCAPE MAINTENANCE
EFFORTS. THE MAINTENANCE CONTRACTOR WILL BE RESPONSIBLE FOR ENSURING
THAT THIS LOG IS BEING UPDATED.

THE MAINTENANCE CONTRACTOR IS REQUIRED TO:

• CONTINUALLY OBSERVE THE INSTALLED LANDSCAPE MATERIALS AND MAINTAIN A LIST
OF CONCERNS AND PRIORITIES.

• MAKE DECISIONS REGARDING LANDSCAPE MAINTENANCE PRIORITIES.

• CALL IN AN ARBORIST FOR CONSULTATION ONCE A YEAR.

• PROVIDE DIRECTION TO RESPONSIBLE MAINTENANCE WORKERS FOR LANDSCAPE
MAINTENANCE.

• REVIEW LANDSCAPE MAINTENANCE LOGS WHEN REQUESTED BY CITY STAFF.

LANDSCAPE MAINTENANCE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT HIS CREW
DOES THE WORK TO MEET THE TERMS OF THE CONTRACT, THE INSTRUCTIONS OF THE
MAINTENANCE CONTRACTOR, AND THE GUIDELINES IN THIS BOOKLET.  ALSO, THE
LANDSCAPE MAINTENANCE CONTRACTOR SHALL MAKE RECOMMENDATIONS  ON HOW TO
OPTIMIZE ALL OF THE GROWING CONDITIONS OF ALL TREES, LANDSCAPE BEDS, LAWNS, ETC.

TREE AND PLANT REPLACEMENT

MAINTAIN THE LANDSCAPE BY REPLACING ANY TREES OR PLANTS THAT BECOME DISEASED,
DIE OR ARE DAMAGED.  SEE PLAN SPECIFICATIONS (PLANTS 329300 AND LANDSCAPING
02900).  REPLACEMENT BEDDING PLANTS SHOULD MATCH THE SIZE AND SPECIES AS THOSE
WHICH WERE REMOVED.  REPLACEMENT PLANTS ARE TO BE APPROPRIATELY SELECTED FOR
MAXIMUM PLANT HEALTH AND MINIMAL LONG-TERM MAINTENANCE.  IN THE CASE WHERE A
MATURE TREE MUST BE REPLACED, SELECT A HEALTHY SPECIMEN OF SIMILAR SPECIES WITH
A MINIMUM OF 2.5” CALIPER AND 10' TALL.

APPROPRIATE PRUNING PRACTICES

REQUIRE ALL CONTRACTORS/WORKERS  WHO WILL BE PRUNING TREES, SHRUBS AND
GROUND-COVERS  TO HAVE TRAINING IN SELECTIVE PRUNING FROM AN APPROVED PROGRAM
AND TO HAVE FAMILIARITY WITH THE GOALS FOR PRUNING IN THIS DOCUMENT.

SEE GRAPHIC EXAMPLES OF TYPICAL PRUNING TECHNIQUES BELOW:

PRUNING CONTINUED

PRUNING JUNIPER GROUNDCOVERS

PRUNING HARDWOOD GROWTH ON A CREEPING JUNIPER WILL NOT INDUCE THE HARDWOOD TO SPROUT
NEW GROWTH.  AVOID TRIMMING THE HARDWOOD SECTIONS OF THE JUNIPER, AND ONLY DO SO IF IT IS
ABSOLUTELY NECESSARY.  TO AVOID THESE PROBLEMS, PLANT THE CREEPING JUNIPER IN AN AREA
LARGE ENOUGH TO HOLD A FULLY GROWN PLANT.  PRUNE THE JUNIPER TO KEEP IT OFF OF CURBS,
SIDEWALK PATHS, AND OTHER PAVED SURFACES.

THINNING DEAD BRANCHES

PRUNING DEAD BRANCHES BENEATH THE CANOPY OF THE CREEPING JUNIPER WILL INCREASE AIR
CIRCULATION BENEATH THE PLANT.  GENTLY MOVE THE NEW GROWTH ON TOP OF THE PLANT TO ACCESS
DEAD BRANCHES BENEATH THE FOLIAGE.  USE SHARP PRUNING SHEARS TO SNIP THE SMALL TWIGS AND
BRANCHES THAT HAVE NO FOLIAGE.

PRUNING ORNAMENTAL GRASSES

MOST ORNAMENTAL GRASSES WILL REMAIN ATTRACTIVE IF LEFT STANDING THROUGHOUT THE BETTER
PART OF THE WINTER.  THEY MAY EVEN PROVIDE FOOD FOR THE BIRDS.  HOWEVER, IT IS THE INTENT OF
THIS PLAN TO DE-THATCH ORNAMENTAL GRASSES VIA ONCE A YEAR CUTTING BACK.  THE ORNAMENTAL
GRASSES NEED TO BE CUT BACK IN LATE WINTER TO EARLY SPRING (NOVEMBER-MARCH),  TO A HEIGHT OF
6” TO DE-THATCH OLD DEAD MATERIAL AND PROMOTE NEW GROWTH.

IT IS RECOMMENDED THAT ONLY AFTER ORNAMENTAL GRASSES HAVE BECOME DORMANT, THEY MAY BE
CUT BACK TO REMOVE THATCH AND PROMOTE NEW GROWTH IN THE SPRING. NEVER CUT ANY
ORNAMENTAL GRASSES BACK TO LESS THAN 6" FROM THE ROOT CROWN. MATURE STANDS MAY REQUIRE
PROFESSIONAL JUDGMENT TO DETERMINE HOW FAR BACK TO SAFELY CUT BACK.

IRRIGATION

IRRIGATION THROUGHOUT THE ESTABLISHMENT PERIOD OF ALL NEWLY PLANTED LANDSCAPE AREAS IS
CRUCIAL FOR POSITIVE GROWTH.  NEW PLANTINGS SHOULD RECEIVE SUPPLEMENTAL/TEMPORARY
IRRIGATION THROUGHOUT THE INITIAL ESTABLISHMENT PERIOD.

WHERE NECESSARY, LARGE AREAS OF NEWLY SEEDED OR OVER-SEEDED GRASS/GROUND COVERS
SHOULD HAVE TEMPORARY IRRIGATION INSTALLED AND OPERATED PER LANDSCAPE CONTRACTORS
RECOMMENDATIONS.

ALL LANDSCAPE PLANTS SHOULD BE MONITORED REGULARLY FOR SIGNS OF DROUGHT.  ANY DEFICIENCY
IN WATER SHALL BE IMMEDIATELY DEALT WITH AND THE APPROPRIATE AMOUNT OF WATER APPLIED AND
ADJUSTED FOR RAINFALL EVENTS.

MAINTAIN MULCH LAYER

CONTINUE TO MAINTAIN 2”-3” OF COMPOSTED DOUBLE-HAMMERED  HARDWOOD MULCH THROUGHOUT THE
PLANTING BEDS.  RAKE OR REMOVE MULCH ONLY WHEN NECESSARY TO REFRESH OR TO REMOVE
EXCESSIVE LEAVES, DEBRIS, AND UNSIGHTLY MOLD OR FUNGUS.  A PROPER MULCH LAYER WILL REDUCE
THE NEED FOR WEEDING, HERBICIDES, WATERING AND FERTILIZERS.  MULCH SHOULD BE OF HIGH
QUALITY AND FROM A REPUTABLE SUPPLIER.  MULCH SHOULD BE ADDED AT LEAST THREE TIMES A YEAR.

GROUNDCOVERS, PERENNIALS, ANNUALS, AND ORNAMENTAL GRASSES

IN MANY AREAS THROUGHOUT CITY OF ASHEVILLE, LANDSCAPED MEDIANS, BUMP-OUTS, AND OTHER
LANDSCAPE AREAS, SHRUBS OR GROUND-COVERS THAT HAVE THE POTENTIAL TO OVERGROW THEIR
BEDS SHALL BE TRIMMED TO STAY BEHIND CURBS, SIDEWALKS AND OTHER PATHS.  WITH EXCEPTION TO
HAZARDOUS SITUATIONS; PERENNIALS, ANNUALS, AND ORNAMENTAL GRASSES SHOULD BE ALLOWED TO
GROW TO THEIR NATURAL SIZE EVEN IF THEY OVERGROW THEIR BEDS SLIGHTLY.

REPLACE DEAD (DYING) OR MISSING PLANTS WHEN NEEDED, AND MAINTAIN TEMPORARY IRRIGATION FOR
AT LEAST THREE WEEKS POST PLANTING (1/2” OF WATER PER WATERING, ADJUST RUN IRRIGATION TIME
TO ACHIEVE ½” WATER GOAL).
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CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
MAINTENANCE NOTES

TREES

TREES ARE VERY IMPORTANT TO THE OVERALL APPEARANCE OF DOWNTOWN
ASHEVILLE.  THEY ARE, LITERALLY, THE BIGGEST CONTRIBUTOR TO AN
ATTRACTIVE AND HEALTHY LOOKING LANDSCAPE.  THEY CONTRIBUTE AS WELL
TO ENVIRONMENTAL  HEALTH, PROVIDING SHADE AND COUNTERACTING
EXCESSIVE HEAT CAUSED BY PAVING AND BUILDINGS, PROVIDING HABITAT, AND
ATTENUATING THE EFFECTS OF STORM WATER. MAINTAIN THE QUANTITY OF
TREES ON SITE.

FERTILIZE TREES IN SPRING (EARLY APRIL AND MID-MAY) WITH A HIGH NITROGEN
MIX (20-5-10) OR APPROVED EQUAL.  THIS SPRING DOSE SHOULD BE SPLIT, WITH
HALF GOING DOWN IN MID-APRIL AND THE OTHER HALF IN MID-MAY.

WHEN REMOVING A TREE, REPLACE IT IN PLACE WHEN APPROPRIATE.  IF NOT
APPROPRIATE (TREES ARE TOO CROWDED, CONDITIONS ARE POOR, CONFLICTS
WITH WIRES) SELECT ANOTHER LOCATION FOR A REPLACEMENT TREE.  PART OF
THIS MAINTENANCE PLAN IS AN ANNUAL VISIT AND ASSESSMENT BY A CERTIFIED
CONSULTING ARBORIST.  THE ARBORIST WILL DIAGNOSE TREE PROBLEMS, MAKE
RECOMMENDATIONS  FOR TREE CARE, AND DIRECT AND CARRY OUT
(SEASONALLY-APPROPRIATE)  TREE PRUNING.  IT IS RECOMMENDED THAT
MAINTENANCE WORKERS SHOULD  PRUNE TREES UNDER THE DIRECT
SUPERVISION OF THE ARBORIST.  CONTRACTOR MAY BE THE ARBORIST.

LAWN AREAS

ALL LAWN AREAS SHOULD BE MONITORED FOR DROUGHT STRESS THROUGHOUT
THE YEAR AND REMEDIED WITH TEMPORARY IRRIGATION AS IS NECESSARY TO
KEEP THE GRASS ALIVE.  AMOUNTS OF IRRIGATION REQUIRED SHOULD BE
ADJUSTED FOR RAIN EVENTS.  IN THE EVENT THAT INSECTICIDES OR HERBICIDES
ARE REQUIRED, THE CONTRACTOR SHALL CONSULT WITH CITY OF ASHEVILLE
STAFF TO ENSURE COMPLIANCE WITH ANY PREVIOUS ARRANGEMENTS
(COMMUNITY EFFORTS, LEED, ETC.).

BEFORE APPLYING ANY AMOUNT OF FERTILIZER, THE SOIL SHOULD BE TESTED
(AT THE EXPENSE OF THE CONTRACTOR) BY A CERTIFIED TESTING AGENCY. THE
APPLICATION RATES OF AMENDMENTS SHOULD FOLLOW THE
RECOMMENDATIONS  PROVIDED IN THE SOIL REPORT.  IN THE EVENT THAT A SOIL
TEST CANNOT BE OBTAINED, GENERAL APPLICATION RATES HAVE BEEN
PROVIDED BELOW.  HOWEVER, TO MITIGATE ALGAE BLOOMS IN DOWNTOWN
WATERWAYS AND TO PREVENT FERTILIZER RUNOFF BEING WASHED OUT OF THE
LAWN AREAS AND INTO AREA RIVERS, LAKES, AND GROUNDWATER;  FERTILIZER
APPLICATION SHOULD BE DIRECTED BY THE RECOMMENDATIONS  OF A SOIL TEST
FROM A REPUTABLE TESTING AGENCY.  THE RECOMMENDATIONS  PROVIDED IN A
SOIL TEST TAKE PRECEDENT OVER THE GENERAL APPLICATION RATES
MENTIONED BELOW.

(MARCH-MAY)

FERTILIZATION DO NOT FERTILIZE TALL FESCUE AFTER MARCH 15.

LAWN AREAS SHOULD BE CORE AERATED AND OVER SEEDED WITH FESCUE
LAWN GRASS AT A MINIMUM RATE OF 1LB./250 SF.  LAWN FERTILIZER WITH A
MINIMUM OF 21% NITROGEN SHOULD BE APPLIED IN APRIL.  FOLLOW
MANUFACTURE'S RECOMMENDED APPLICATION RATES FOR OVER SEEDING.

TEMPORARY IRRIGATION SHOULD BE APPLIED.  NEW GRASS SEED SHOULD BE
WATERED TO MAINTAIN 1” DEPTH OF MOIST SOIL CONTINUOUSLY UNTIL
GERMINATED SEED IS FIRST MOWED.  MOWING SHOULD NOT OCCUR UNTIL NEW
GRASS SEED HAS REACHED A HEIGHT OF 3.5”.  NEW ESTABLISHED LAWN SHOULD
CONTINUE TO BE WATERED AT A RATE OF .75” EVERY FOUR DAYS FOR A
MINIMUM OF THREE MONTHS POST PLANTING.  AVOID OVER WATERING BY
ADJUSTING THE TEMPORARY IRRIGATION TO ACCOMMODATE FOR RAIN EVENTS.

(JUNE-AUGUST)

DO NOT FERTILIZE OR USE HERBICIDE ON TALL FESCUE DURING THIS PERIOD.

DROUGHT CONDITIONS MAY REQUIRE THE USE OF TEMPORARY IRRIGATION TO MAINTAIN THE HEALTH
AND LONG-TERM VIGOR OF THE FESCUE.  THE LAWN SHOULD BE MONITORED FOR DISEASE OR DAMAGE
THROUGHOUT THE SUMMER AND REMEDIED PER MAINTENANCE CONTRACTOR'S RECOMMENDATIONS.

MOWING:  MOW TO 3 TO 3 ½ INCHES.  MOW OFTEN ENOUGH SO THAT NO MORE THAN ONE-THIRD OF THE
GRASS HEIGHT IS CUT; THIS MAY BE EVERY 5 TO 7 DAYS.  IT IS RECOMMENDED THAT LAWN CLIPPINGS
BE MULCHED INTO THE LAWN INSTEAD OF BEING BAGGED.

(SEPTEMBER-NOVEMBER)

AERATE LAWNS THAT ARE SUBJECT TO HEAVY TRAFFIC OR ON CLAY SOILS.  REMOVE PLUGS AND LEAVE
SOIL PLUGS ON TOP OF EXISTING LAWN TO REPLENISH TOP SOIL.

OVER-SEED THIN, BARE AREAS AS WEATHER COOLS (AUGUST 15 TO SEPTEMBER 1).  USE A BLEND OF
“TURF-TYPE” TALL FESCUE CULTIVARS AT 6 POUNDS OF SEED PER 1,000 SQUARE FEET, AND APPLY A
STARTER-TYPE (HIGH PHOSPHOROUS)  FERTILIZER.  KEEP THE SEEDBED MOIST WITH LIGHT WATERING
SEVERAL TIMES PER DAY.  DO NOT LET THE SEEDLINGS DRY OUT.

HAVE ALL LAWN SOILS TESTED FOR FERTILIZATION DEFICIENCIES.  THEN FOLLOW THE TESTING
AGENCIES RECOMMENDATIONS  FOR AMENDMENT.   WHEN SOIL TESTS ARE NOT POSSIBLE TO ATTAIN:
APPLY A COMPLETE NITROGEN- PHOSPHORUS-POTASSIUM  (N-P-K) TURF-GRADE FERTILIZER WITH A
3-1-2 OR 4-1-2 RATIO (THAT IS, 12-4-8 OR 16-4-8).  FERTILIZE WITH 1 POUND OF ACTUAL NITROGEN (N) PER
1,000 SQUARE FEET IN MID-SEPTEMBER AND AGAIN IN NOVEMBER WHILE GRASS IS GREEN BUT NOT
GROWING VIGOROUSLY.

WEED CONTROL APPLY BROADLEAF HERBICIDES TO CONTROL BROADLEAF WEEDS LIKE CHICKWEED,
HENBIT, AND OTHER WEEDS AS NECESSARY.

INSECT CONTROL CHECK FOR WHITE GRUBS IN SEPTEMBER AND OCTOBER; FALL IS THE IDEAL TIME TO
CONTROL WHITE GRUBS.

(DECEMBER-FEBRUARY)

MAINTAIN LAWN HEIGHT TO 3 INCHES AND REMOVE LEAVES AND OTHER DEBRIS AS NECESSARY.

FERTILIZATION: FERTILIZE WITH 1 POUND OF ACTUAL NITROGEN PER 1,000 SQUARE FEET IN FEBRUARY.

WEED CONTROL APPLY BROADLEAF HERBICIDES AS NECESSARY FOR CONTROL OF CHICKWEED,
HENBIT, OR OTHER WEEDS.

WEED CONTROL

APPLY PRE-EMERGENT HERBICIDE TO PLANT BEDS TWO TIMES YEARLY. A PRE-EMERGENT HERBICIDE
SHOULD BE SELECTED THAT FITS IN WITH THE OVERALL PLANT CARE PROGRAM. HERBICIDES MUST BE
APPROVED BY THE OWNER AND APPLIED UNDER THE SUPERVISION OF A LICENSED PESTICIDE
APPLICATOR. APPLICATION MUST BE CONSISTENT WITH THE LABEL AND CONFORM TO ALL LAWS
GOVERNING ITS USE. THE OWNER'S REPRESENTATIVE MAY ELECT TO DELETE THE USE OF
PRE-EMERGENT IN AREAS WHERE WEED PRESSURE IS LOW; THIS WOULD RESULT IN A CREDIT.

CONTROL WEEDS IN PLANTINGS BY PULLING OR USING AN APPROPRIATE POST-EMERGENT HERBICIDE.
HERBICIDES MUST BE USED UNDER THE SUPERVISION OF A LICENSED PESTICIDE APPLICATOR IN WAYS
CONSISTENT WITH THE LABEL AND IN COMPLIANCE WITH ANY LAWS GOVERNING ITS USE. THE
CONTRACTOR WILL BE RESPONSIBLE FOR REPLACEMENT OF ANY PLANTS DAMAGED BY CONTACT WITH
HERBICIDES.

REMOVE DEBRIS FROM PLANTINGS. PLANTED AREAS IN PUBLIC VIEW (AS DESIGNATED BY OWNER'S
REPRESENTATIVE  IN "WALK THROUGH") MUST BE POLICED WITH THE SAME FREQUENCY AS TRASH PICK
UP OF CURBS AND LOTS. TRASH AND DEBRIS OF ALL KINDS ARE TO BE CARRIED AWAY TO KEEP
PLANTINGS LOOKING NEAT AND WELL CARED FOR.

INITIATE INTEGRATED PEST MANAGEMENT PROGRAM BEGINNING WITH THE WEEKLY MONITORING OF
PLANTS FOR SIGNS OF INFESTATION BY INSECTS, DISEASE, OR WEEDS. EVALUATE THE POTENTIAL
DAMAGE AND TAKE APPROPRIATE ACTION. A MONITORING CHECKLIST SHOULD BE MAINTAINED FOR
EACH AREA.

GENERAL NEATNESS

TRASH REMOVAL

GROSS TRASH PICK UP INVOLVES THE ROUTINE DISPOSAL OF ALL DEBRIS THE SIZE OF A
CIGARETTE FILTER OR GREATER WITHIN THE BOUNDARIES DESCRIBED WITHIN THE
LANDSCAPE MAPS.

MOWING

MOW, TRIM, BLOW REFERS TO THE ROUTINE PRACTICE OF REMOVING ONE THIRD OF THE
TOTAL LENGTH OF THE LEAVES OF TURF GRASSES USING A BLADE, WHICH HAS BEEN
SHARPENED TO REDUCE FRAYING, DRIVEN BY A MULCHING MOWER, TRIMMING AROUND
OBSTACLES AT AN EQUAL HEIGHT WITH A STRING LINE TRIMMER, AND BLOWING ALL CLIPPINGS
AND OTHER DEBRIS OFF OF CURBS, WALKS, AND DRIVES WITH A BACK PACK BLOWER OR
OTHER SUITABLE DEVICE. TYPICAL MOWING HEIGHTS OF 3" TO 3.5" MAY BE ADJUSTED UP TO
AS MUCH AS 5" DURING PERIODS OF RAPID GROWTH OR EXTREME DROUGHT.

GRASS CLIPPINGS WHICH "WIND ROW" DURING MOWING MUST BE REMOVED BY RAKING.
CONTRACTOR WILL BE LIABLE FOR DAMAGE TO TREES, LIGHT POLES OR ANY OTHER OBJECT
MARKED BY MOWING EQUIPMENT. CONTRACTOR MUST SCHEDULE OPERATIONS IN SUCH A
WAY AS NOT TO INTERFERE WITH BUSINESSES OR THE COMFORT AND SAFETY OF THEIR
GUESTS.

FREQUENCY OF MOWING IS DEPENDENT ON RATE OF GROWTH, BASE BIDS ON ONE-WEEK
INTERVALS AS A MINIMUM STANDARD.

BLOWING OF WALKS, CURBS, ETC. ( OUT OF MOWING SEASON)

TYPICALLY WALKS AND CURBS ARE BLOWN OFF WEEKLY AS A PART OF MOWING OPERATIONS,
WALKS AND CURBS MUST BE BLOWN OFF TO REMOVE SAND AND GRIT DURING WEEKS WHEN
MOWING IS NOT PRACTICAL.

LEAF REMOVAL FROM LAWNS, PARKING LOTS, WALKWAYS, AND ENTRYWAYS IS CRITICAL TO
THE APPEARANCE OF THESE PROPERTIES DURING THE AUTUMN SEASON. THE BASE BID WILL
INCLUDE THE REMOVAL OF LEAVES FROM THESE AREAS I0 TIMES, BUT THE OWNER MAY
REQUEST MORE FREQUENT TREATMENT IN SOME AREAS FOR ADDITIONAL PAYMENT. LEAVES
MAY BE REMOVED BY RAKING OR MECHANICAL MEANS. THE CONTRACTOR MUST BE
CONSCIOUS OF VEHICLE PARKING HABITS AND NOISE RESTRICTIONS WHEN SCHEDULING LEAF
REMOVAL FROM PARKING LOTS.

BLOWN CLIPPINGS SHOULD NOT BE BLOWN INTO THE STREET BUT INSTEAD BLOWN TO A
CENTRAL AREA, THEN PICKED UP AND REMOVED.

MULCH

APPLY MULCH TO PLANTINGS WITH MATERIAL SPECIFIED BY THE OWNER'S REPRESENTATIVE
FOR EACH INDIVIDUAL AREA. MULCHES MUST BE FRESH, DEVOID OF TRASH, STICKS AND
OTHER DEBRIS. MULCHES SHOULD BE NO DEEPER THAN THREE INCHES. MULCHES CANNOT BE
BANKED AGAINST THE ROOT COLLAR OF TREES. MULCH IS TO BE APPLIED ONE TIME DURING
THE YEAR WITH ADDITIONAL APPLICATIONS MADE AT THE OWNER'S REQUEST FOR ADDITIONAL
PAYMENT. CARE SHOULD BE TAKEN NOT TO COVER THE CROWNS OF CERTAIN HERBACEOUS
PERENNIALS WITH HEAVY LAYERS OF MULCH.

CONTINUED FROM PAGE 3
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PLANTING SCHEDULE

CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  761

Area #1

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.

Approximate Area:  497 SF
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(JH 110)

EXISTING TREES

TO REMAIN

(b)

(a)

(PA 55)



     





CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)759, (b)758

Area #1

Approximate Area:  (a)256 SF,(b) 232 SF

7

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.

PLANTING SCHEDULE



(a)

(JH 115)

EXISTING TREES

TO REMAIN (3)

(b)

(PA 30)



     





CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)764, (b)765

Area #1

Approximate Area:  (a)109 SF,(b) 270 SF

8

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.



(a)

(b)

PROPOSED 8" THICK
STAMPED CONCRETE
(4,000 PSI) OVER 4" DEEP
GRAVEL BASE.  PATTERN
TO MATCH EXISTING
STAMPED CONCRETE
AT ROUNDABOUT

(JH 190)
EXISTING TREE
TO REMAIN



     





CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: College Street
GIS Object ID:  (a)1028, (b)1029
Area #1
Approximate Area:  (a)37 SF,(b) 50 SF

9

Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.



10

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

EXISTING CONDITIONS



(PA 55)

(GB 1)
(MC 90)
(BM 60)
(PA 75)

(JH 270)

(a)

(b)

EXISTING TREE
TO REMAIN

(JH 190)

(PA 60)

EXISTING TREE
TO REMAIN



     





PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: College Street
GIS Object ID:  756
Area #1
Approximate Area:  1,507 SF

11

Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.



PROPOSED 8" THICK

STAMPED CONCRETE

(PA 75)

(JH 270)

(a)

(b)

EXISTING TREE

TO REMAIN

(JH 190)

(PA 60)

(LM 130)

EXISTING TREE

EXISTING TREE

TO REMAIN

(LM 20)

(MC 20)



     





CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)768, (b)770

Area #1

Approximate Area:  (a)234 SF,(b)429 SF

12

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.



(PA 70)

(LM 130)

(JH 65)

(a)

(b)

EXISTING TREE

TO REMAIN

(LM 135)

(c)

PAGE BREAK

(d)

PAGE BREAK

(PA 70)

(LM 20)

EXISTING TREE

TO REMAIN (4)

(MC 20)



     





CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)772, (b)771, (c)773**,

(d)774

Area #1

Approximate Area:  (a)142 SF,(b)546 SF,

(c)296 SF (d)867 SF**

13

**Landscape median divided between

sheets 13 & 14.

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.



(PA 100)

PAGE BREAK

(PA 88)

EXISTING TREE

TO REMAIN (5)

(MC 40)



     





CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  774**

Area #1

Approximate Area:  1,208 SF**

14

**Landscape median divided between

sheets 13 & 14.

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.
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CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  758

Area #1

Approximate Area:  1,660 SF

15

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.

PLANTING SCHEDULE
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CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)782, (b)781, (c)786**

Area #1

Approximate Area:  (a)83 SF, (b)32 SF,

(c)771 SF**

16

**Landscape median divided between

sheets 16 & 17.

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.
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CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)746, (b)747, (c)786**

Area #1

Approximate Area:  (a) 34 SF, (b) 79 SF,

(c) 1,175 SF**

17

**Landscape median divided between

sheets 16 & 17.

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.



(AS 3)

(SS 1)

(a)

(b)

(c)

(JH 85)

(CC 1)

(LM 75)

(MC 50)

(LM 10)



     





CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: College Street
GIS Object ID:  (a)787, (b)744, (c)745
Area #1
Approximate Area:  (a)171 SF, (b)201 SF,
(c)443 SF

18

PLANTING SCHEDULE

Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.



(JH 155)

(SS 1)

(a)

(c)

(e)

(CC 1)

(MC 40)

(PA 15)

(JH 20)

(JH 20)

PAGE BREAK

(d)

(f)

(b)

(PA 45)

(PA 40)

EXISTING TREE

TO REMAIN (2)

(MC 20)



     





CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  (a)748, (b)749, (c)752,

(d)750, (e)751, (f)754**

Area #1

Approximate Area:  (a)131 SF, (b)40 SF,

(c)41 SF, (d)352 SF, (e)356 SF,

(f)490 SF**

19

**Landscape median divided between

sheets 19 & 20.

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.
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CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: College Street

GIS Object ID:  754**

Area #1

Approximate Area:  1,503 SF**

15

**Landscape median divided between

sheets 19 & 20.

PLANTING SCHEDULE

Notes:

See planting and maintenance notes on

pages 1, and 3-4 of this document.

PLANTING SCHEDULE



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 2 pg.21-23

C
entral A

venue

21

Oak Street
967966969968



(a)

(b)

(JH 25)
(JH 25)

(PA 15)

(PA 15)



     





22

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Oak Street
GIS Object ID:  (a) 967, (b) 966
Area #2
Approximate Area:  (a) 109 SF, (b) 167 SF

PLANTING SCHEDULE

Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.



(a)

(b)

(LM 40)

(AR 25)
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CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Oak Street
GIS Object ID:  (a) 969, (b) 968
Area #2
Approximate Area:  (a) 83 SF, (b) 55 SF

PLANTING SCHEDULE

Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 3 pg.24-26

24

Broadw
ay 955

956

958

957



(a)

(AR 15)

(b)

(c)

(d)

(AR 15)

EXISTING SCULPTURE &
BENCH/PAVERS TO
REMAIN

(LM 12)

(LM 20)

3" DEEP MULCH
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CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Broadway
GIS Object ID:  (a) 957, (b)958, (c) 956,
(d) 955
Area #3
Approximate Area:  (a) 31 SF, (b) 31 SF,
(c) 83 SF, (d) 25 SF

PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

2. The two small beds on the west
side of Broadway typically are used by the
adjacent businesses as display space for art
and whimsy for sale.  Coordinate with City
staff before work is to begin to avoid
conflicts.  It is the intention of the new
groundcover to enhance this unique space
not to prohibit its use by the adjacent
business.

3. See existing conditions image on page
26.



26

IMAGE OF A3-1 EXISTING CONDITIONS

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

27

N
. Lexington Avenue

952

AREA 4 pg.27-36

951

950

948

947

954

946

945

943

953

944

949



(b)

FLAG POLE

FLAG POLE

SIGN

SIGN

EXPOSED DRAIN PIPE

(a)
3 BM

5 LH

3 BM

3 BM

5 LH

21 LM

39 LM1 CF

1 GB

1 CF
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PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: N Lexington Ave
GIS Object ID:  (a) 952, (b) 953
Group #4

Notes:

Approximate Area:  (a) 242 SF, (b) 161 SF



N. LEXING
TO

N AVE.
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Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: N Lexington Ave
GIS Object ID:  951
Group #4
Approximate Area:  147 SF



SIGNEXISTING FENCE

SIDEWALKEXISTING FENCEEXISTING LIGHT

EXISTING FENCE

SIGN

SIGN

LIGHT POST

EXISTING ELETRIC STUB-UP

EXISTING ELETRIC STUB-UP

(a)

(b)

(c)

12 LM

5 LM

12 LM

TREE TO REMAIN

TREE TO REMAIN

1 CK



     





30

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: N Lexington Ave
GIS Object ID:  (a) 950, (b) 949, (c) 948
Group #4
Approximate Area:  (a) 68 SF, (b) 34 SF,

(c) 64 SF

2. Existing fencing, and utilities to be addre-
ssed by City of Asheville and adjacent bus-
iness owners.



FENCE

ELETRIC STUB-UPS AT BASE OF TREES

(a)

(b)

25 LM

TREE TO REMAIN

TREE TO REMAIN

SIGN

5 LH

EXISTING

TREE TO BE

REMOVED &

REPLACED BY

ONE (1) CF
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Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: N Lexington Ave
GIS Object ID:  (a) 947, (b) 954
Group #4
Approximate Area:  (a) 156 SF, (b) 58 SF



(a)

(b)

3 CS

18 LM

3 CS

3 CS

9 LM
1 CK

1 CK
3 CS
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Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: N Lexington Ave
GIS Object ID:  (a)945, (b) 946
Group #4
Approximate Area:  (a) 135 SF, (b)86 SF



(a)

(b)

2 FO

2 FO

2 CK

9 LM

8 LM
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Notes:
See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: N Lexington Ave
GIS Object ID:  (a) 943, (b) 944
Group #4
Approximate Area:  (a) 74 SF, (b) 76 SF



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 5 pg.37-40

37

Hiawassee Street

2356
2355

2357

2359

2360



EXISTING TREE
TO REMAIN

(AR 15)

(AR 30)(b)
(a)

VERIFY
EXISTING
UTILITIES
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CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Hiawassee Street
GIS Object ID:  (a) 2355, (b) 2356
Area #5
Approximate Area:  (a) 65 SF, (b) 30 SF

PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



EXISTING TREE
TO REMAIN

(AR 15)



     





39

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Hiawassee Street
GIS Object ID:  (a) 2357
Area #5
Approximate Area:  (a) 30 SF

PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



EXISTING TREE
TO REMAIN

EXISTING TREE
TO REMAIN

(AR 15)
(AR 15)

(b) (a)
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CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Hiawassee Street
GIS Object ID:  (a) 2359, (b) 2360
Area #5
Approximate Area:  (a) 30 SF, (b) 30 SF

PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 6 pg.41-43

41

Haywood Street

959

963



(AF 1)
(AR 18)

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Haywood Street
GIS Object ID:  963
Area #6
Approximate Area:  40 SF

42

     





PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



(AF 1)
(AR 25)

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Haywood Street
GIS Object ID:  959
Area #6
Approximate Area:  55 SF

43

     





PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 7 pg.44-46

44

Battery Park Avenue

962

961

960



(TM 1)

(LM 8)

(a)

(b)

(LM 6)

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Battery Park Avenue
GIS Object ID:  (a) 961, (b) 960
Area #7
Approximate Area:  (a) 16 SF, (b) 17

45

     





PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



(AR 15)
(LM 10)

VERIFY
EXISTING
UTILITIES

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Battery Park Avenue
GIS Object ID:  962
Area #7
Approximate Area:  42 SF

46

     





PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 8 pg.47-48

47

C
hurch Street

975

976



EXISTING TREE
TO REMAIN

(a)

(b)

EXISTING TREE
TO REMAIN

NEW 3" THICK MULCH LAYER
(SEE PLANTING NOTES AND
SPECIFICATIONS)

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Church Street
GIS Object ID:  (a) 975,  (b) 976
Area #8
Approximate Area:  (a) 110 SF, (b) 110 SF

48

     





PLANTING SCHEDULE

Notes:
1. See planting and maintenance notes on

pages 1, and 3-4 of this document.



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 9 pg. 49-50

49

French B
road A

venue

695



SIGN

SIGN

5 BM
18 LM

50

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S French Broad Ave
GIS Object ID:  695
Group #9
Approximate Area:  118 SF



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 10 pg. 51-54

51

Coxe Avenue

1474

Hillard Avenue

1476

1467 1469 1472



(a)

(b)

5 LM

5 LM

TREE TO REMAIN

TREE TO REMAIN

53

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Hilliard Ave
GIS Object ID:  (a) 1467, (b) 1469
Group #10
Approximate Area:  (a) 28 SF, (b) 28 SF



SIGN

9 LM

54

     





Notes:

1. See planting and maintenance notes on

pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE

MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

Location: Hilliard Ave

GIS Object ID:  1472

Group #10

Approximate Area:  27 SF



(a)

(b)

5 LM

5 LM

EXISTING BRICKS
TO REMAIN

TREE TO REMAIN

TREE TO REMAIN

52

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Coxe Ave
GIS Object ID:  (a) 1474, (b) 1476
Group #10
Approximate Area:  (a) 29 SF, (b) 128 SF



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 11 pg. 55 - 63

55
S.

Lexington A
venue

Hillard Avenue 979

982
983

987

989

990
991

980

981

984
985

986

988

994
993

992
Buxton Avenue



(a)

(b)
12 JH

6 JH

TREE TO REMAIN

TREE TO REMAIN

56

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID:  (a) 979, (b) 980
Group #11
Approximate Area:  (a) 103 SF, (b) 80 SF



LIGHT POST

FIRE HYDRANT

3 CS

(a)

(b)

7 CS

29 JH

TREE TO REMAIN

TREE TO REMAIN

TREE TO REMAIN

24 JH

57

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID:  (a) 981, (b) 982
Group #11
Approximate Area:  (a)262 SF, (b) 229 SF

2. GIS object id #981 currently has pea
gravel mulch. City of Asheville to advise  on
final surface treatment



LIGHT POST
(a)(b)(LM 36)

TREE TO REMAIN

TREE TO REMAIN

EXISTING

EXISTING

(LH 4)
(AS 1)
(LM 16)

58

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID: (a) 983, (b) 984
Group #11
Approximate Area:  (a) 105 SF, (b) 169 SF

2. GIS object id #984 currently has pea
gravel mulch. City of Asheville to advise  on
final surface treatment



LIGHT POST

24 LM

TREE TO REMAIN

3 LH

40 LM
59

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID:  985
Group #11
Approximate Area:  95 SF

2. GIS object id #985 currently has pea
gravel mulch. City of Asheville to advise  on
final surface treatment



(a)

(b)

4 LH

48 LM

TREE TO REMAIN

TREE TO REMAIN

3 LH

3 LH

40 LM

3 LH

60

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID:  (a) 986, (b) 987
Group #11
Approximate Area:  (a) 188 SF, (b) 220 SF

2. GIS object id #986 currently has pea
gravel mulch. City of Asheville to advise  on
final surface treatment



TELEPHONE POLE

(a)

(b)

7JH

1 GB

1 CK

3 LH

3 LH

48 LM

61

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID: (a) 988, (b) 989
Group #11
Approximate Area:  (a) 210 SF, (b) 73 SF



(a)

(b)

4 JH

4 JH

TREE TO REMAIN

TREE TO REMAIN

62

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: S Lexington Ave
GIS Object ID:  (a) 990, (b) 991
Group #11
Approximate Area:  (a) 54 SF, (b) 54 SF



(a)

(b)

(c)

8 LM

TREES TO REMAIN38 PA

9 LH

21 LH

10 JH

63 PA

3 JH

63

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: Southside Ave
GIS Object ID:  (a) 992, (b) 993, (c) 994
Group #11
Approximate Area:  (a) 40 SF, (b) 331 SF,

(c) 619 SF



CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE

AREA 12 pg. 64 - 65

64

S. C
harlo

tte
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et
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4357

M
cC

orm
ic Place



TREES TO REMAIN

54 JH
50 PA

EXISTING SHRUBS
TO REMAIN

35 JH

5 PA

6 LH

65

     





Notes:
1. See planting and maintenance notes on
pages 1, and 3-4 of this document.

PLANTING SCHEDULE

CITY OF ASHEVILLE
MEDIAN AND BUMP-OUT

LANDSCAPE GUIDE
Location: McCormick PL
GIS Object ID:  (a)4356, (b)4357
Group #12
Approximate Area:  (a) 778 SF, (b) 285 SF
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